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PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222 ELKHART, IN_1-800-236-1756

For Your Information....

Locations and Hours

Pan American Screw, Inc. Pan American Screw, Inc.
630 Reese Drive S.W. 2125 Industrial Parkway
Conover, NC 28613 Elkhart, IN 46516
Telephone 1-800-951-2222 Telephone 1-800-236-1756
Fax 1-828-466-0070 Fax 1-574-522-1038

Office Hours - 8:00am to 5:00pm (E.S.T.)
Monday - Friday
Fax Lines - 24 Hours Per Day
7 Days Per Week

website address: www.panamericanscrew.com

SALES TERMS AND POLICIES
Initial Order: $500.00, Subsequent Minimum Order: $150.00
COD orders, Visa and Mastercard are accepted. An application for credit may be submitted for review.
Upon credit approval, terms are Net 30 days. Minimum annual purchases of $1000.00 required to
maintain an open account.

SHIPPING TERMS
Product is shipped F.O.B. our location (See chart for prepaid conditions). We reserve the right to
ship orders from any of our warehouse locations at our discretion. All orders with special shipping
instructions must be received by fax to verify instructions and guarantee accuracy.
We reserve the right to overship or undership by 10%. All claims for errors or shortages must be made
within 10 days after receipt. Shortages will not be credited unless noted on trucking company Bill of
Lading at time of delivery. Incorrect shipments due to shipper error will be re-shipped at the expense of
Pan American Screw.

RETURN POLICY - WARRANTY

Material Shipped As Ordered:

All items returned for credit must be accompanied by a RETURN GOODS AUTHORIZATION (RGA) form

signed by a Pan American Screw employee. Call your salesperson should you need an RGA. Returned
goods will not be accepted unless accompanied by an RGA.

These types of returns must be prepaid and are subject to a 20% re-stocking fee.

Defective Materials:

When Pan American Screw has determined that a product is defective, it will be replaced. At Pan
American Screw's discretion, a credit may be issued instead of replacement. Pan American Screw's
liability is limited to the cost of the defective product only. No other warranty is implied.

Pan American Screw makes no warranty of merchantability or fitness for any particular purposes or
any warranty expressed or implied. Pan American Screw shall not be responsible for consequential
damages. Pan American Screw is selling commercial quality fasteners with no representation to
conforming to government or other specifications unless specifically stated.

GENERAL INFORMATION
Items shown in this catalog are stock, subject to prior sale.
All bulk product is packaged in 1/4 keg containers.
Pan American Screw typically stocks our fasteners in Lubricized® or Zinc finishes. Other finishes are
available, but minimums do apply and are subject to Lot charges. See Fastener Finish Information
Page 2.
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PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222 ELKHART, IN_1-800-236-1756

PAN AMERICAN SCREW PREPAID FREIGHT POLICY
$2500 MIN ORDER $2000 MIN ORDER $1500 MIN ORDER
FOR PREPAID FOR PREPAID FOR PREPAID
FREIGHT FREIGHT FREIGHT

FASTENER FINISH INFORMATION

Items can be plated into an alternative finish - H  owever minimums may apply to avoid lot charges.

Standard Finishes Decorative Finishes Special Finishes
Lubricized® Yellow Zinc Ultraseal™
Clear Zinc Brass 500 hours salt spray per ASTM B117 salt spray
Statuary Bronze
Antique English Magni 599™
Bright Brass 1500 hours salt spray per ASTM-B117
Nickel
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PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222 ELKHART, IN_1-800-236-1756

Glossary of Terms

Woodmaster® Designed to improve upon the advantages already available in our popular Maxx™
product. The patented serrated tooth design provides quick starting, reduced
wood splitting, greater pull out value and requires less drive torque. This item
is offered in both Flat and Round Washer head styles. This unique thread design is
combined with our Recex® drive to provide you with the best wood screw on the market.

Maxx™ A popular fastener that combines a Recex Lo Root design with
self-countersinking nibs under the head and a Type 17 self-drilling, self-starting point.
This popular wood screw was designed to reduce splitting and bursting in hardwood
applications.

Framelok Designed for pocket hole applications, it offers a deep recess, Hi-Lo thread for hardwoods
and softwoods, serrations under the head to lock into wood, and Type 17 point to help
minimize wood splitting.

Type 17 Slot in the shank of the screw, designed to reduce wood splitting. Featured in our
Maxx™ and Framelok® screws.

Lo Root The "Original" coarse threaded wood screw. Our patented Lo Root thread design offers
superior holding power while reducing splitting or crumbling of the material. Used
mainly in wood, plastic and composite materials.

Twinfast A double lead thread that allows quicker assembly in pre-drilled holes. This thread
design is advantageous on longer length and larger diameter screws and in rapid
assembly situations.

Recex Another "Original" from Pan American Screw. Recex combines the dependability of
a square drive recess with the convenience and after-market serviceablity of a Phillips.

Robertson The "Original" square drive screw. Our founder originated the Robertson square drive
recess in 1908. For over 90 years the Robertson square drive screw has been a
dependable non-slip production fastener.

Lubricized A dry to the touch lubricant we add to all our plain steel screws to reduce driving torque.
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PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222  ELKHART, IN 1-800-236-1756

WOODMASTER®
RECEX® DRIVE - SERRATED TOOTH THREADS

THE PATENTED SERRATED TOOTH THREAD DESIGN OFFERS MANY ADVANTAGES.
QUICK STARTING - REDUCED SPLITTING - LESS DRIVE TORQUE AND TIGHTER HOLD.
COMBINED WITH OUR PATENTED RECEX® DRIVE DESIGNED TO OFFER THE DEPENDABILITY
OF A SQUARE DRIVE RECESS WITH THE CONVENIENCE AND AFTER-MARKET SERVICEABILITY
OF A PHILLPS™ DRIVE. FLATS 1" AND GREATER IN LENGTH ARE DESIGNED WITH
COUNTERSINKING NIBS GREAT FOR ALL WOODWORKING APPLICATIONS!

FLAT
Part Carton Weight Stock
Size Number Quantity Per Carton Finish
8 X 5/8 365542350120 15M 39 Lubricized
8 X 3/4 365542350121 15M 46 Lubricized
8X1 365542350123 10M 40 Lubricized
8 X1-1/8 365542353124 8M 34 Lubricized
8 X 1-1/4 365542353125 7.5M 35 Lubricized
8 X 1-3/8 365542353533 5M 26 Lubricized
8 X 1-1/2 365542353126 5M 28 Lubricized
8 X 1-3/4 365542353127 4M 25 Lubricized
8 X2 365542353128 3.5M 26 Lubricized
8 X 2-1/4 365542353129 3M 24 Lubricized @
8 X 2-1/2 365542353130 2.5M 22 Lubricized
8 X 2-3/4 365542353131 2M 20 Lubricized
8 X3 365542353132 1.5M 16 Lubricized @
8 X 3-1/4 365542353133 1.5M 15 Lubricized®
8 X 3-1/2 365542353134 1M 12 Lubricized® %
10 X 2-1/2 365542353182 1.5M 19 Lubricized®
10X 3 365542353184 1M 14 Lubricized® B
ROUND WASHER (&R
Part Carton Weight Stock
Size Number Quantity | Per Carton Finish :E
8 X 1/2 365542060118 12M 40 Lubricized®
8 X 5/8 365542060120 12M 44 Lubricized
8 X 3/4 365542060121 10M 42 Lubricized D
8 X 7/8 365542060122 8M 41 Lubricized ‘
8X 1 365542060123 M 40 Lubricized E U
8 X 1-1/8 365542063124 6M 31 Lubricized
8 X 1-1/4 365542063125 6M 34 Lubricized
8 X 1-3/8 365542063533 5M 31 Lubricized
8 X 1-1/2 365542063126 5M 33 Lubricized
8 X 1-3/4 365542063127 4M 30 Lubricized
8X2 365542063128 3M 26 Lubricized
8 X 2-1/4 365542063129 2M 19 Lubricized®
8 X 2-1/2 365542063130 2M 20 Lubricized®
8 X 2-3/4 365542063131 1.5M 17 Lubricized®
8X3 365542063132 1.5M 18 Lubricized®
8 X 3-1/4 365542063133 1M 15 Lubricized®
8 X 3-1/2 365542063134 1M 14 Lubricized®
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PAN AMERICAN SCREW, INC

CONOVER, NC 1-800-951-2222

ELKHART, IN 1-800-236-1756

Maxx™
RECEX® DRIVE - LO ROOT® THREADS - TYPE 17 POINT

THIS POPULAR FASTENER COMBINES A RECEX® LO ROOT® DESIGN

WITH A TYPE 17 SELF-DRILLING, SELF-STARTING POINT

AND LENGTHS 1" AND GREATER HAVE SELF-COUNTERSINKING NIBS.

THIS AMAZING WOOD SCREW IS DESIGNED WITH OUR LO ROOT® THREAD THAT OFFERS
SUPERIOR HOLDING POWER WHILE REDUCING SPLITTING OR CRUMBLING OF THE MATERIAL.

ADDITIONALLY, OUR RECEX® DRIVE OFFERS YOU THE DEPENDABILITY OF THE SQUARE DRIVE
RECESS WITH THE CONVENIENCE AND AFTER-MARKET SERVICEABILITY OF A PHILLIPS™.,

Flat Recex Lo-Root
Type 17 Point
Part Carton Weight Driver Stock
Size Number Quantity | Per Carton Size Finish
6 X 1/2 395500960283 15M 21 1 Lubricized
6 X 5/8 395500960284 15M 26 1 Lubricized
6 X 3/4 395541006077 15M 33 1 Lubricized
6 X 1/2 395542006074 15M 21 2 Lubricized
6 X 5/8 395542006076 15M 25 2 Lubricized
6 X 3/4 395542006077 15M 30 2 Lubricized
6 X 1-1/4 395542003081 8M 32 2 Lubricized®
6 X 1-1/2 395542003082 7™ 27 2 Lubricized®
8 X 3/4 395542006121 15M 45 2 Lubricized
8 X 7/8 395542006122 10M 34 2 Lubricized
Flat Recex® Drive - 2/3 Lo Root® Thread
Type 17 Point w/Nibs Under The Head
Part Carton Weight Stock
Size Number Quantity Per Carton Finish
*»*8 X 1 395542356123 10M 37 Lubricized
8 X 1-1/8 395542357124 8M 40 Lubricized
8 X 1-1/4 395542357125 7.5M 37 Lubricized
8 X 1-3/8 395542357533 5M 33 Lubricized
8 X 1-1/2 395542357126 5M 28 Lubricized
8 X 1-3/4 395542357127 AM 25 Lubricized
8X2 395542357128 3.5M 25 Lubricized
8 X 2-1/4 395542357129 3M 24 Lubricized
8 X 2-1/2 395542357130 2.5M 22 Lubricized
8 X 2-3/4 395542357131 2M 20 Lubricized
8 X3 395542357132 1.5M 16 Lubricized
8 X 3-1/4 395542357133 1.5M 18 Lubricized
8 X 3-1/2 395542357134 1M 13 Lubricized
10 X 2-1/2 395542357182 2M 24 Lubricized
10X 3 395542357184 1M 21 Lubricized
*NO NIBS
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PAN AMERICAN SCREW, INC

CONOVER, NC 1-800-951-2222 ELKHART, IN 1-800-236-1756

TYPE 17 SCREWS

THIS FASTENER OFFERS A LARGE BEARING SURFACE

TO ALLOW MORE CLAMPING PRESSURE.

THE TYPE 17 SELF-DRILLING POINT COMBINED WITH

OUR LO ROOT® THREAD HELPS TO REDUCE SPLITTING
AND BURSTING OF MATERIAL

Round Washer Recex® - Lo Root®

Type 17 Point

Part Carton Weight Stock
Size Number Quantity Per Carton Finish
8 X 7/8 395542066122 8M 40 Lubricized®
8X1 395542066123 8M 41 Lubricized
8 X 1-1/8 395542067124 6M 33 Lubricized
8 X 1-1/4 395542067125 6M 36 Lubricized
8 X 1-1/2 395542067126 5M 31 Lubricized
8 X 1-3/4 395542067127 4M 26 Lubricized
8 X2 395542067128 3M 23 Lubricized®
8 X 2-1/4 395542067129 2M 19 Lubricized®
8 X 2-1/2 395542067130 2M 21 Lubricized®
8X3 395542067132 1.5M 18 Lubricized®

FOR THOSE THAT PREFER A PHILLIPS™ DRIVE

WE HAVE ADDED THE BENEFICIAL

SELF-DRILLING TYPE 17 POINT AND
SELF-COUNTERSINKING NIBS

TO REDUCE SPLITTING OF MATERIAL AND AID IN

COUNTERSINKING THE HEAD.

Flat Phillips™ - Lo Root
Type 17 with Nibs

Part Carton Weight Stock

Size Number Quantity | Per Carton Finish

8 X1 395503356123 11M 39 Black

8 X 1-1/4 395503357125 9M 40 Black
8 X 1-1/2 395503357126 ™M 37 Black
8 X 1-5/8 395503357534 5.5M 30 Black
8 X 1-3/4 395503357127 4.8M 29 Black
8 X2 395503357128 AM 28 Black

8 X 2-1/4 395503357129 3.5M 27 Black
8 X 2-1/2 395503357130 2.5M 22 Black
8X3 395503357132 2M 22 Black

INI0)] A elelat
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PAN AMERICAN SCREW, INC

CONOVER, NC 1-800-951-2222 ELKHART, IN 1-800-236-1756

FLAT RECEX® LO ROOT®
RECEX® DRIVE - LO ROOT® THREAD

OUR PATENTED LO ROOT® THREAD DESIGN OFFERS SUPERIOR HOLDING POWER
WHILE REDUCING SPLITTING OR CRUMBLING OF THE MATERIAL

ANOTHER "ORIGINAL" FROM PAN AMERICAN - RECEX® IS THE BEST OF BOTH WORLDS
SQUARE DRIVE RELIABILITY - PHILLIPS™ AFTER MARKET CONVENIENCE

Part Carton Weight Stock Driver HEAT TREATED
Size Number Quantity | Per Carton Finish Size FOR MAXIMUM
5 X 1/2 |035541000057 15M 18 Lubricized 1 STRENGTH
5 X 5/8 035541000058 15M 22 Lubricized 1
5 X 3/4 |[035541000059 15M 25 Lubricized 1 REDUCED BODY
6 X 1/2 |035541006074 15M 22 Lubricized 1 DIAMETER
6 X 5/8 |035541006076 15M 25 Lubricized 1 MINIMIZES MATERIAL
6 X 3/4 |035541006077 15M 29 Lubricized 1 DISTORTION
6 X1 035541007079 10M 26 Lubricized 1
6 X 1-1/4 |1 035541007081 8M 25 Lubricized 1 FOR USE IN
6 X 1-1/2 | 035541007082 7™M 27 Lubricized 1 WOOD, PLASTIC &
6 X1/2 |035542006074 15M 25 Lubricized 2 COMPOSITE MATERIALS
6 X 5/8 [035542006076| 15M 27 Lubricized 2
6 X 3/4 |[035542006077 15M 33 Lubricized 2
6 X1 035542007079 10M 29 Lubricized 2
6 X 1-1/8 | 035542007080 8M 25 Lubricized 2
6 X 1-1/4 | 035542007081 8M 28 Lubricized 2 FI
6 X 1-1/2 | 035542007082 ™ 28 Lubricized 2
6 X 1-3/4 |1 035542007083 5M 23 Lubricized 2
8 X 5/8 |[035542000120 15M 38 Lubricized
8 X 3/4 |[035542000121 15M 43 Lubricized
8 X 7/8 [035542000122 10M 34 Lubricized
8X1 035542000123 10M 39 Lubricized
8 X 1-1/8 |1 035542003124 8M 33 Lubricized
8 X 1-1/4 | 035542003125 7.5M 33 Lubricized
8 X 1-3/8 | 035542003533 5M 24 Lubricized
8 X 1-1/2 | 035542003126 5M 26 Lubricized
8 X 1-3/4 1035542003127 AM 22 Lubricized
8 X2 1035542003128 3.5M 23 Lubricized
8 X 2-1/4 1035542003129 3M 22 Lubricized
8 X 2-1/2 | 035542003130 2.5M 23 Lubricized
8 X 2-3/4 1035542003131 2M 21 Lubricized
8 X3 1035542003132 1.5M 15 Lubricized
10 X1 |[035542000175 8M 42 Lubricized
10 X 1-1/4 | 035542003177 5M 30 Lubricized
10 X 1-1/21 035542003178 AM 31 Lubricized
10 X 1-3/4 [ 035542003179 3M 26 Lubricized
10 X2 |035542003180 2.5M 24 Lubricized
10 X 2-1/4 | 035542003181 2M 22 Lubricized
10 X 2-1/21 035542003182 2M 25 Lubricized
10 X3 |035542003184] 1.5M 22 Lubricized

Page 7




PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222

ELKHART, IN 1-800-236-1756

ROUND WASHER RECEX® LO ROOT®
ROUND WASHER HEAD - RECEX® DRIVE - LO ROOT® THREAD

THIS HEAD STYLE ACTUALLY HAS A WASHER THAT IS FORMED AS

PART OF THE HEAD ITSELF. IT NOT ONLY PROVIDES A LARGER BEARING SURFACE

BUT IS BENEFICIAL IN PREVENTING OVERDRIVING OF THE FASTENER.

Round Washer Recex® Drive - Lo Root® Thread

Part Carton Weight Stock
Size Number Quantity Per Carton Finish
6 X 5/8 035541066076 15M 36 Lubricized
8 X 1/2 035542060118 12M 36 Lubricized
8 X 5/8 035542060120 12M 48 Lubricized
8 X 3/4 035542060121 10M 40 Lubricized
8 X 7/8 035542060122 8M 35 Lubricized
8X1 035542060123 8M 38 Lubricized
8 X 1-1/8 035542063124 6M 31 Lubricized
8 X 1-1/4 035542063125 6M 33 Lubricized
8 X 1-3/8 035542063533 5M 30 Lubricized
8 X 1-1/2 035542063126 5M 32 Lubricized
8 X 1-3/4 035542063127 IM 27 Lubricized
8 X2 035542063128 3M 23 Lubricized
8 X 2-1/4 035542063129 2M 19 Lubricized
8 X 2-1/2 035542063130 2M 21 Lubricized
8 X 2-3/4 035542063131 1.5M 20 Lubricized
8 X3 035542063132 1.5M 18 Lubricized
8 X 3-1/4 035542063133 1M 13 Lubricized
8 X 3-1/2 035542063134 1M 14 Lubricized
10 X 5/8 035542060172 8M 40 Lubricized
10 X 3/4 035542060173 8M 44 Lubricized
10X 1 035542060175 6M 39 Lubricized
10 X 1-1/4 035542063177 5M 38 Lubricized
10 X 1-1/2| 035542063178 3M 28 Lubricized
10 X 1-3/4| 035542063179 3M 30 Lubricized
10 X 2 035542063180 2.5M 27 Lubricized
10 X 2-1/2| 035542063182 1.5M 20 Lubricized
10X 3 035542063184 1M 16 Lubricized
LO ROOT® TWINFAST
Round Washer Robertson® Drive
Part Carton Weight Thread Stock
Size Number Quantity | Per Carton Style Finish
8 X4 035512063136 800 13 Lo Root Lubricized
10 X4 035512063188 800 19 Lo Root Lubricized
10 X 4-1/2| 025512061190 500 18 Twinfast | Lubricized

0l Gl el Ok
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PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222 ELKHART, IN_1-800-236-1756

THESE FASTENERS PROVIDE A FLAT BEARING SURFACE AND A
SMALLER HEAD DIAMETER THAN OUR ROUND WASHER HEAD FASTENERS.

USEFUL IN APPLICATIONS WHERE A LARGE BEARING SURFACE IS NOT REQUIRED.

Pan Recex® Drive - Lo Root® Thread

Part Carton Weight Stock

Size Number Quantity Per Carton Finish
6 X 3/8 035541036072 15M 24 Lubricized
6 X 1/2 035541036074 15M 29 Lubricized
6 X 5/8 035541036076 15M 32 Lubricized
6 X 3/4 035541036077 15M 36 Lubricized
8 X 5/8 035542030120 12M 42 Lubricized
8 X 3/4 035542030121 10M 38 Lubricized
8X1 035542030123 8M 40 Lubricized
8 X1-1/4 035542033125 6M 33 Lubricized
8 X 1-1/2 035542033126 5M 30 Lubricized
8 X 1-3/4 035542033127 4M 27 Lubricized
10 X 5/8 035542030172 8M 40 Lubricized
10 X 3/4 035542030173 8M 42 Lubricized
10 X 7/8 035542030174 6M 35 Lubricized

LOW PROFILE HEAD AND LARGE BEARING SURFACE WHERE
HEAD HEIGHT IS IMPORTANT.
POPULAR APPLICATIONS WOULD BE DRAWER SLIDES,
CATCHES, HINGES AND BACK PANELS

Truss Recex #2 Drive - Lo Root

Part Carton Weight Stock
Size Number Quantity Per Carton Finish
6 X 3/8 035542046072 15M 30 Lubricized
6 X 7/16 035542046073 15M 34 Lubricized
6 X 1/2 035542046074 15M 37 Lubricized
6 X 5/8 035542046076 15M 39 Lubricized
6 X 3/4 035542046077 15M 44 Lubricized
6X1 035542047079 10M 35 Lubricized
6 X 1-1/4 035542047081 7.5M 31 Lubricized
6 X 1-1/2 035542047082 6M 29 Lubricized

gzl OSIELL  glickele] Wi
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PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222 ELKHART, IN_1-800-236-1756

THE "ORIGINAL" ROBERTSON®
FLAT HEAD - ROBERTSON® DRIVE - LO ROOT® THREAD

THE "ORIGINAL" SQUARE DRIVE SCREW. OUR FOUNDER ORIGINATED THE ROBERTSON®
SQUARE DRIVE RECESS IN 1908. FOR OVER 90 YEARS THE ROBERTSON® SQUARE DRIVE
SCREW HAS OFFERED DEPENDABLE NON-SLIP PRODUCTION FASTENING.

COMBINE THIS EXCELLENT DRIVE WITH OUR LO ROOT® THREAD DESIGN - THIS SCREW OFFERS
PRODUCTION EFFICIENCY AND SUPERIOR HOLDING POWER
HEAT TREATED STEEL FOR MAXIMUM STRENGTH
SHARP THREAD ANGLE CUTS INTO MATERIAL WHICH REDUCES SPLITTING, CRACKING
AND BURSTING.

Part Carton Weight Stock Driver
Size Number Quantity | Per Carton Finish Size ZEJ
6 X 1/2 |035511006074 15M 21 Lubricized 1
6 X 5/8 |035511006076 15M 26 Lubricized 1
6 X 3/4 |035511006077 15M 29 Lubricized 1
6 X1 035511007079 10M 26 Lubricized 1
6 X 1-1/4 [ 035511007081 8M 28 Lubricized® 1
6 X 1-1/2 [ 035511007082 ™ 27 Lubricized® 1 @
8 X 5/8 |035512000120 15M 42 Lubricized
8 X 3/4 ]035512000121 15M 47 Lubricized
8 X1 [035512000123| 10M 40 Lubricized m
8 X 1-1/4 [035512003125( 7.5M 38 Lubricized
8 X I-1/2 [ 035512003126 5M 29 Lubricized J
8 X 1-3/4 [ 035512003127 4M 27 Lubricized
8 X2 |[035512003128| 3.5M 27 Lubricized
8 X 2-1/4 [ 035512003129 3M 25 Lubricized
8 X 2-1/2 | 035512003130| 2.5M 24 Lubricized
8 X3 035512003132 1.5M 17 Lubricized
10 X1 |[035512000175 8M 42 Lubricized
10 X 1-1/4 1035512000177 5M 31 Lubricized®
10 X 1-1/2 | 035512003178 IM 28 Lubricized
10 X 1-3/4 | 035512003179 3M 26 Lubricized
10 X2 [035512003180| 2.5M 24 Lubricized
10 X 2-1/41 035512003181 2M 20 Lubricized
10 X 2-1/2 | 035512003182 2M 24 Lubricized
10 X 2-3/4 1035512003183 2M 25 Lubricized®
10 X3 |035512003184( 1.5M 20 Lubricized
10 X 3-1/2 1035512003186 1M 17 Lubricized®
10 X4 [035512003188 800 16 Lubricized®
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PAN AMERICAN SCREW, INC

CONOVER, NC 1-800-951-2222 ELKHART, IN 1-800-236-1756

PHILLIPS™ LO ROOT®

FOR THOSE THAT PREFER THE PHILLIPS™ DRIVE

WE COMBINED THIS TRADITIONAL DRIVE WITH OUR PATENTED LO ROOT® THREAD DESIGN
THE COARSE THREADS, SHARP POINT AND RAPID RISE PROVIDE EASY PENETRATION
AND FULL THREAD ENGAGEMENT AFTER JUST ONE REVOLUTION. THREAD SURFACE IS
NEARLY PERPENDICULAR TO SCREW AXIS, PROVIDING GREAT RESISTANCE TO PULLOUT

AVAILABLE IN FLAT AND PAN HEAD STYLES

Flat Phillips™ Drive
Lo Root® Thread

Part Carton Weight Stock
Size Number Quantity | Per Carton Finish
5X 1/2 |035500970221| 15M 19 Lubricized®
6 X 1/2 |035503006074| 15M 22 Lubricized® U
6 X 5/8 |035503006076[ 15M 28 Lubricized®
6 X 3/4 |035503006077| 15M 29 Lubricized®
8 X 3/4 035503000121 15M 45 Lubricized®
8 X1 |035503000123| 10M 37 Lubricized
8 X 1-1/4 | 035503003125| 7.5M 36 Lubricized
8 X 1-1/2 | 035503003126 5M 30 Lubricized
8 X 1-3/4 | 035503003127 4M 24 Lubricized
8 X2 |035503003128| 3.5M 27 Lubricized
8 X 2-1/4 | 035503003129 3M 23 Lubricized
8 X 2-1/2 | 035503003130 2.5M 21 Lubricized®
8 X3 [035503003132| 1.5M 16 Lubricized® r
Pan Phillips™ Drive
Lo Root®
Part Carton Weight Stock
Size Number Quantity Per Carton Finish
6 X 3/8 |035503030072 30M 47 Zinc
6 X 1/2 | 035503036074 30M 54 zZinc U
6 X 5/8 |035503036076| 25M 56 Zinc
8 X 1/2 |035503030118| 20M 54 Zinc
8 X 5/8 |035503030120| 15M 50 Zinc
8 X 3/4 |035503030121| 10.5M 38 zZinc
8X1 |035503030123 oM 39 Zinc
10 X 5/8 |035503030172| 10M 50 Black Phos
10 X 3/4 |035503030173| 9M 47 Black Phos — |
10X 1 |035503030175| 7M 42 Black Phos %
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PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222 ELKHART, IN_1-800-236-1756

TAPPING AND TWINFAST THREAD STYLES

ALSO KNOWN AS "TYPE A" OR "WOOD TAPPING" THIS IS
A SHEET METAL TYPE THREAD. THE PAN HEAD PROVIDES
A FLAT SURFACE UNDER THE HEAD. "THE ORIGINAL"
ROBERTSON® SQUARE DRIVE RECESS OFFERS DEPENDABLE
NON-SLIP PRODUCTION FASTENING

Pan Robertson® Drive - Tapping Thread
Part Carton Weight Driver Stock
Size Number Quantity | Per Carton Size Finish
6 X 1/2 005511030074 20M 40 1 Zinc
6 X 3/4 1005511030077 15M 40 1 Zinc
6 X1 105511030079 12M 45 1 Zinc
6 X 1-1/4 | 105511030081 10M 40 1 Zinc
6 X 1-1/2 | 105511030082 8M 39 1 Zinc
8 X 1/2 1005512030118 15M 45 2 Zinc
8 X 5/8 [005512030120| 12M 43 2 Zinc
8 X 3/4 1005512030121 10M 42 2 Zinc
8X1 105512030123 8M 39 2 Zinc
8 X 1-1/4 | 105512030125 6M 42 2 Zinc
8 X 1-1/2 1 105512030126 5M 33 2 Zinc
8 X 1-3/4 | 105512030127 5M 38 2 Zinc
8X2 105512030128| 4.5M 38 2 Zinc
10 X 3/4 | 005512030173 8M 44 2 Zinc
10 X1 |105512030175 6M 40 2 Zinc
10 X 1-1/4{ 105512030177 5M 42 2 Zinc
10 X 1-1/2| 105512030178 3M 37 2 Zinc
10 X 1-3/4| 105512030179 3.5M 36 2 Zinc
10 X2 [105512030180 3M 35 2 Zinc
12 X1 ]105513030204 5M 47 3 Zinc
12 X 1-1/4| 105513030206 AM 46 3 Zinc
12 X 1-1/2{ 105513030207 3M 32 3 Zinc

THE TWINFAST OFFERS A DOUBLE LEAD THREAD DESIGN THAT ALLOWS

QUICKER ASSEMBLY IN PRE-DRILLED HOLES. THIS THREAD IS

FOUND ON MOST OF OUR LONGER LENGTH SCREWS FOR OPTIMUM STRENGTH

AND SHEAR VALUES. AGAIN - "THE ORIGINAL" ROBERTSON® DRIVE

PROVIDES DEPENDABLE NON-SLIP FASTENING

Flat Robertson® Drive - Twinfast Thread

Part Carton Weight Driver Stock

Size Number Quantity | Per Carton Size Finish
8 X 3-1/2 1025512001134 1M 14 2 Lubricized®
8X4 025512001136 800 14 2 Lubricized®
12 X1 025513001204 6M 46 3 Lubricized®
12 X 1-1/4| 025513001206 AM 37 3 Lubricized®
12 X 1-1/2| 025513001207 3M 33 3 Lubricized®
12 X 1-3/4| 025513001208 2M 25 3 Lubricized®
12 X2 025513001209 2M 30 3 Lubricized®
12 X 2-1/2| 025513001211 1.5M 26 3 Lubricized®
12 X3 1025513001213 1M 20 3 Lubricized®
12 X 3-1/2| 025513001215 800 19 3 Lubricized®
12 X4 1025513001217 500 15 3 Lubricized®

LOWNIL — 9elefwilL
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CONOVER, NC 1-800-951-2222

PAN AMERICAN SCREW, INC

ELKHART, IN 1-800-236-1756

Face Frame Screws

USED PRIMARILY FOR POCKET HOLE JOINERY
OR CABINET FACE FRAME APPLICATIONS.
WE OFFER THE FOLLOWING THREAD STYLES
FOR HARDWOOD AND SOFTWOOD APPLICATIONS.

Fine Thread

Flat Top Pan Robertson® drive - Type 17 Point

Coarse Thread

Part Carton Weight Thread Stock
Size Number Quantity Per Carton Type Finish
6 X 1-1/4| 3955001A0226| 7.5M 29 Fine Lubricized
6 X 1-1/2| 3955001A0223 6M 34 Fine Lubricized
6 X 1-1/4| 3955002A0080| 7.5M 38 Coarse | Lubricized
6 X 1-1/2| 3955002A0081 6M 30 Coarse | Lubricized

Flat Top Pan Recex® Drive - Woodmaster® Thread

Part Carton Weight Thread Stock
Size Number Quantity Per Carton Type Finish
6 X 1-1/4| 3655002A0007| 7.5M 39 Serrated | Lubricized
6 X 1-1/2| 3655002A0008 6M 36 Serrated | Lubricized
Framelok®
Flat Top Pan Recex® Drive
Hi-Lo Thread - Type 17 Point
Part Carton Weight Stock
Size Number Quantity | Per Carton Finish
7 X 1-1/4] 3955000A0017 7.5M 38 Lubricized
7 X 1-1/2| 395500990425 6M 34 Lubricized

oJele] 2k
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PAN AMERICAN SCREW, INC

CONOVER, NC 1-800-951-2222 ELKHART, IN 1-800-236-1756

Truss Phillips™/Slot Drive - Machine Screw

Part Carton Weight Stock

Size Number Quantity Per Carton Finish
8-32 X 1/2 065535040493 14M 57 Zinc
8-32 X 5/8 065535040497 11M 52 Zinc
8-32 X 3/4 065535040501 10M 52 Zinc
8-32 X 7/8 065535040505 8M 46 Zinc
8-32 X 1 065535040509 7.5M 47 Zinc
8-32 X 1-1/8 | 065535040511 5M 32 Zinc
8-32 X 1-1/4| 065535040513 5M 42 Zinc
8-32 X 1-3/8 | 065535040515 5M 40 Zinc
8-32 X 1-1/2| 065535040517 4.5M 39 Zinc
8-32 X 1-5/8 | 065535040519 4.5M 42 Zinc
8-32 X 1-3/4| 065535040521 AM 39 Zinc
8-32 X2 065535040525 2.5M 28 Zinc

Truss Phillips™/Slot Drive Break-Away
Machine Screw - Standard 8-32

Breaks at 3/4, 1, 1-1/4, & 1-1/2 inch
Break-Away Notch Allows Cutting at Preferred Length

Part Carton Weight Stock
Size Number Quantity | Per Carton Finish
8-32 X 1-3/4| 0655000A0055 aM 35 Zinc

Truss Phillips™/Slot Drive Break-Away
Machine Screw - M4 Metric

Breaks at 19,25, 32, & 38mm

sl el

Break-Away Notch Allows Cutting at Preferred Length

Part Carton Weight Stock
Size Number Quantity | Per Carton Finish
M4 X 45mm [ 0655001A0255 aM 36 Zinc
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PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222

ELKHART, IN 1-800-236-1756

COMPOSITE DECK SCREWS

DISPLACES LESS MATERIAL
THE ORIGINAL ROBERTSON® DRIVE RECESS PROVIDES

HELPS REDUCE "MUSHROOMING" IN COMPOSITE DECKING MATERIAL
DUAL THREAD DESIGN PROVIDES OPTIMUM HOLDING POWER

POSITIVE BIT ENGAGEMENT REDUCING DRIVER BIT CAM OUT

Part Carton Weight
Size Number Quantity Per Carton

10 X 2-1/2 | 3655002A0240 2M 26

10X 3 3655002A0241 M 15

AVAILABLE IN GRAY MAGNI 599™, TAN MAGNI 599™ FINISHES
AND 305 STAINLESS STEEL

WOODMASTER® FOR DECKING

Flat Recex® Drive - Woodmaster® Thread

Part Carton Weight

Size Number Quantity | Per Carton

8 X 1-1/2 365542353126 5M 28
8X2 365542353128 3.5M 26

8 X 2-1/2 365542353130 2.5M 22
8X3 365542353132 1.5M 16

8 X 3-1/4 365542353133 1.5M 15

8 X 3-1/2 365542353134 1M 12

10 X 2-1/2 | 365542353182 1.5M 19
10X 3 365542353184 M 14

Flat Recex® Drive - Lo Root® Thread - Type 17 Point

MAXX™ FOR DECKING

Part Carton Weight
Size Number Quantity | Per Carton
8 X 1-1/2 395542357126 5M 28
8 X2 395542357128 3.5M 25
8 X 2-1/2 395542357130 2.5M 22
8 X3 395542357132 1.5M 16
8 X 3-1/4 395542357133 1.5M 18
8 X 3-1/2 395542357134 1M 13

AVAILABLE IN YELLOW ZINC, ULTRASEAL™ AND *MAGNI 599
OTHER SIZES AVAILABLE UPON REQUEST
MINIMUMS WILL APPLY

™ FINISHES

MAGNI 599™ |S OUR RECOMMENDED FINISH FOR ACQ LUMBER

SIS SIASE
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PAN AMERICAN SCREW, INC

CONOVER, NC 1-800-951-2222 ELKHART, IN 1-800-236-1756

HAND DRIVERS AND 1/4" HEXAGON DRIVER BITS

Robertson /Recex Hand Drivers

Part Carton @
Size Number Quantity
#1 X 3" 720014300081 10P @
#1 X 7-1/2" 720014320171 10P
#1 X 10" 720014330211 10P %
#2 X 3" 720014300082 10P
#2 X 7-1/2" 720014320172 10P ﬁ
#2 X 10" 720014330212 10P
#3 X 7-1/2" 720014320173 10P %
#3 X 10" 720014330213 10P
Robertson / Recex Driver Bits @
Part Carton
Size Number Quantity %
#1 X 1" 7200144110050007 100P
#1 X 2" 7200144000510007 100P 1
#1 X 3" 7200144000810007 100P g
#1 X 4" 7200144001010007 100P
#1 X 6" 7200144001410007 100P L|_|_|_|_‘
*x #2 X 1" 7200144110060007 100P
e #2 X 2" 7200144000520007 100P
*x #2 X 3" 7200144000820007 100P %
** #2 X 4" 7200144001020007 100P
*x #2 X 6" 7200144001420007 100P @
#3 X 1" 7200144110070007 100P
#3 X 2" 7200144000530007 100P
#3 X 3" 7200144000830007 100P
#3 X 4" 7200144001030007 100P
#3 X 6" 7200144001430007 100P
(**Available in undersize)
Phillips Bits POZIDRIV® Bits
Part Part
Size Number Size Number
#1 x 1" |7255034110050001 #1x1" 7255114110050001
#2 x 1" |7255034110060001 #2 x 1" 7255114110060001
#2 x 2" |7255034000520001 #2 x 2" 7255114000520001
#2 x 2-3/4" [7255034000720001 #3 x 1" 7255114110070001
#2 x 4-1/2" [7255034001120001
#2 x 6" |7255034001420001
#3 x 2" |7255034000530001
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CONOVER, NC 1-800-951-2222

PAN AMERICAN SCREW, INC

ELKHART, IN 1-800-236-1756

SPECIALTY FASTENERS

DRAWER FRONT ADJUSTMENT FASTENERS

Round Washer Recex Lo Root Type-17
Extra Large Washer Head - 1/2 inch Washer Diameter
Part Carton Weight Stock
Size Number Quantity | Per Carton Finish
8 X 7/8 3955000A0146 6M 36 Zinc
8X1 3955001A0261 5.5M 32 Zinc
8 X 1-1/8 3955001A0262 5M 30 Zinc
8 X 1-1/4 | 3955001A0263 4M 27 Zinc

DRAWER SLIDE INSTALATION FASTENERS

Flat Phillips™ Drive- Undercut Head-Lo Root® Thread

Part Carton Weight Stock

Size Number Quantity | Per Carton Finish
6 X1/2 0355000A0146 15M 23 Zinc
6 X 5/8 0355003A0035 15M 26 Zinc
6 X 3/4 0355003A0036 15M 29 Zinc

BALL BEARING SLIDE INSTALLATION

Modified Truss Phillips™ Drive - Lo Root® Thread

Part Carton Weight Stock

Size Number Quantity | Per Carton Finish

8 X 7/16 0355003A0060 10M 26 Zinc
FOR JOINING POST FORMED COUNTER TOPS

Hex Head Draw Bolts

Part Carton Weight Stock

Size Number Quantity | per Carton Finish

1/4 X 3-1/2] 995500571499 500 47 Zinc

1/4 X 4 9955001A0107 500 52 Zinc

Ol E] Ad Telel®
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PAN AMERICAN SCREW, INC
CONOVER, NC 1-800-951-2222

ELKHART, IN 1-800-236-1756

SPECIALTY FASTENERS

SPECIALTY HINGE INSTALLATION

Pan Phillips™ Drive-Lo Root® Thread - Type 17

Part Carton Weight Stock
Size Number Quantity | Per Carton Finish
6 X1 3955004A0040 10M 33 Ant. Eng

THREAD FORMING FASTENER

Indented Hex Washer Square Flo®
With Serrations 7/16" Across Flats Hardened

Part Carton Weight Stock

Size Number Quantity | Per Carton Finish
M7 X 1/2 455500555746 3M 48 Black
M7 X 1 4555000A0085 2.5M 57 Black
M7 X 1-1/4] 455500556008 2M 53 Black
M7 X 1-1/2] 455500550086 1.5M 44 Black

CABINET INSTALLATION FASTENER - METAL FRAMING

Truss Robertson® Drive - SMS Half Thread

Part Carton Weight Stock
Size Number Quantity | Per Carton Finish
8 X -2-1/2| 025512043130 2M 21 Zinc

CABINET INSTALLATION FASTENER - METAL FRAMING

TRUSS ROBERTSON® SELF-DRILL SMS

Part Carton Weight Stock
Size Number Quantity | Per Carton Finish
10 X 2-1/2| 325512043182 1.5M 20 Zinc

EINISHING FASTENERS FOR WOOD AND STEEL APPLICATIONS

Robertson Drive Trim Head Screws
Part Carton Weight Stock Point

Size Number Quantity per Carton Finish Type
6 X 1-5/8 025500595676 5M 28 Black Phos Sharp
6 X 2-1/4 025500555698 3M 19 Black Phos Sharp

8 X3 025500585165 2M 19 Black Phos Sharp
6 X 1-5/8 325500595676 5M 28 Black Phos | Self-drill
6 X 2-1/4 325500555698 3M 19 Black Phos | Self-drill

8 X3 325500585165 2M 19 Black Phos | Self-drill

O lNELo ] ads Wil

Sharp Self-Drill
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